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A

B

B

A ClampsCentering Rings

Aluminum Clamps With Wing
Nut & Screw Fastener

304 Stainless Steel
With Viton O-Rings

A

B

NW-16 1.69 (43)

NW-25 2.17 (55)

NW-40 2.76 (70)

NW-50 3.70 (94)

2.24 (57)

2.76 (70)

3.39 (88)

4.33 (110)

0.63 (16)

0.63 (16)

0.63 (16)

0.79 (20)

Flange
Size

A B Thickness

AL-Clamp 16

AL-Clamp 25

AL-Clamp 40

AL-Clamp 50

$4.00

$5.00

$6.00

$8.00

Part Number Price

$4.00

$5.00

$7.00

$9.00

Price

0.63 (16)

0.984 (25)

1.575 (40)

1.969 (50)

0.21 (5.3)

0.21 (5.3)

0.21 (5.3)

0.21 (5.3)

Flange
Size

A

CTR-RING 16

CTR-RING 25

CTR-RING 40

CTR-RING 50

Part Number

BEL-16-500        $95.

BEL-25-500        $95.

BEL-40-500      $130.

BEL-50-500      $139.

• 304 Stainless Steel Formed Bellows

• Leak Rate Better Than 2 x 10-10 scc/s

• ISO, ANSI, and JIS Flanges Available

• Custom Lengths To Fit Your System

• Interchangeable with NW & QF Components

Stainless Steel Bellows 500 mm (19 inches)

Part No.                         Price

BEL-16-1000    $114.

BEL-25-1000    $119.

BEL-40-1000    $185.

BEL-50-1000    $196.

1000 mm (38 inches)

Part No.                         Price

B

NW-16

NW-25

NW-40

NW-50

High Pressure Pirani

Ordering Information

1 to 2000 mTorr Nude Design

Pirani Gauge Tube mounted on

2.75 Conflat® flange with 25 cm

(10 inch) long pigtail with high

temperature insulation.

P/N 912078................$311.

.01 to 20 Torr Nude Design Pi-

rani Gauge Tube mounted on

2.75 Conflat® flange with 2 cm

(10 inch) long pigtail with high

temperature insulation.

P/N 912260................$317.

Ordering Information

1 to 2000 mTorr Pirani Gauge

Tube withstands overpressure to

5000 PSI (340 ATM.) without

change in calibration. VCR-4 fe-

male fitting.

P/N 912246. . . . . . . . . $435.

.01 to 20 Torr Pirani Gauge Tube

withstands overpressure to 5000

PSI (340 ATM.) with no change

in calibration. VCR-4 female fit-

ting. P/N 912247. . . .  $457.

Optional 5000 PSI test & Certifi-

cate. P/N 912248. $104.

10 inch (25 CM)
HIGH TEMPERATURE
LEADS

1.56
(39.6 MM)

PROTECTIVE SCREEN

Dimensions:  250∞ C Pirani Tube

Standard 2.75 Inch Conßat
® Conflat is a registered trademark of Varian Associates

• 1 to 2000 mTorr & .01 to 20 Torr 

• Bake to 250 
o

C, Operate 0-50 
o

C

• Standard 2 3/4 in. Conflat® Flange

• mbar & Pascal Calibration Available

• Use With Any of Our Instruments

• Extension Cables To 75 m, 250 ft.

• 1 to 2000 mTorr or .01 to 20 Torr

• 5000 PSI Without Calibration Change

• Operates With Any of Our Instruments

• VRC-4 Female Fitting for Connection

• Torr, Pascal and mbar Calibrations

• Locate Up To 250 ft (75 m) From Gauge

Bakeable To 250°C Without Damage Pressures To 5000 PSI Do Not Affect Calibration

High Temperature Pirani

NW Clamps, Centering Rings and Bellows

1.20 Dia.

1''

2.91 In.
(72 mm)

.56 In.
(14 mm)

VCR-4
Fitting

Stainless
Steel
Cup

Octal 
Connector

1.20 Dia.

1''

2.91 In.
(72 mm)

.56 In.
(14 mm)

VCR-4
Fitting

Stainless
Steel
Cup

Octal 
Connector
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Stainless steel dust baffle for 1/8” NPT gauge tubes

Wax & Binder Traps for Sintering

Stainless Steel Baffles designed for applications where dust and dirt can

cause short gauge tube life.  Typical applications include freeze drying, vacuum

melting, and steel degassing.  These inexpensive baffles are easy to use.  Just screw

the baffle into the vacuum system then screw tube into the back end of the baffle.

Dust Baffle for 1/8" NPT Tubes; Pirani, T/C, and Diaphragm  External and internal 
parts are all 300 series stainless steel.  Inlet and outlet ports are 1/8 inch NPT. 
P/N:  912007  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .$110.

Bidirectional Dust Baffle for NW-16 and 1/8 NPT  External and internal parts are all 300 se-
ries stainless steel. NW-16 flange on one end, 1/8 NPT on other. P/N:  912003  . . . . . . . .$143.

Snubber Style Baffle; 1/8" NPT Inlet & Outlet  Protects diaphragm sensors from fatigue
failure when installed on the discharge side of Roots type blowers.  300 series S.S.
P/N:  912016  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .$117.

High Conductance Stainless Steel Baffles  For gauges operating below 10-3 Torr.
NW-16 Flanges each end, 1.4 inch overall length, P/N 912278 .  . . . . . . . . . . . . . . . . . . . $165.
NW-25 Flanges each end, 1.4 inch overall length, P/N 912249 .  . . . . . . . . . . . . . . . . . . . $165.

Dust Baffle for 3/4" OD Tubes; 100 mTorr Gauges  Fits into 3/4 inch quick connect 
and has 3/4 inch quick connect for the gauge tube.  300 series S.S.  P/N:  912153 .  . . . . $186

These traps require no cooling water but

rely on the large surface of the body fins

for convection cooling.  The tortuous path

and large internal surface area provide

ample space for waxes and binders to con-

dense before reaching the gauge tube.  The

trap can be opened, cleaned and returned

to service in a matter of minutes and no

tools are required.  The standard trap has

1/8 inch NPT inlet and outlet but any pipe

size or NW Style flange can be provided.

1/8 inch NPT gauge and system side
P/N:  912224  . . . . . . . . . . . . . . . . . . . . .$254.

1/8 inch NPT gauge side, NW-16 on system side
P/N:  912221  . . . . . . . . . . . . . . . . . . . . .$297.

Brass Baffles with Quick Connect or 1/8 NPT Threads
This baffle will extend the life of your gauge tubes by keeping dust and oil vapors
from condensing in the tube.  It provides a labyrinth with eight 90o turns between
the tube and the vacuum system but the large internal diameters provide fast re-
sponse and are easy to clean.  Note that standard 1/8 inch NPT thermocouple and Pi-
rani tubes are .403 inch outside diameter.  O-Ring in quick connect is Buna-N.

Quick Connect Baffle with 1/8 NPT male to system & quick connect (.403 inch outside 
diameter) for gauge tube,  P/N: 912184  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .$170.

Quick Connect Baffle with 1/8 NPT male to system & quick connect (.500 inch outside 
diameter) for gauge tube,  P/N: 912187  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .$159.

Quick Connect Baffle with 15 mm O.D. to system & quick connect (.403 inch outside 
diameter) for gauge tube,  P/N: 912185  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .$159.

Quick Connect Baffle with 15 mm O.D. to system & quick connect (.500 inch outside 
diameter) for gauge tube,  P/N: 912182  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .$138.

Threaded Baffle with 15 mm O.D. to system & 1/8 NPT female thread for gauge tube,  
P/N: 912214  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .$90.

Threaded Baffle with 1/8 NPT male thread for system & 1/8 NPT female thread for 
gauge tube,  P/N: 912215  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .$127.

Thermocouple
or Pirani

Gauge Tube

15 mm
Diam.

Quick Connect
Port for 1/8 in.

Tubes (.408)

1/8 NPT1/8 NPT

1/8 NPT
Female For

Tubes

Brass baffles with 1/8” NPT
thread or quick connect O-Ring seal

High conductance
baffles for gauges 
operating below
10-3 Torr.

Gauge Tube Protection Baffles and Traps
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