|,‘,’é‘éﬂ,§’cﬂ I NW Clamps, Centering Rings and Bellows

304 Stainless Steel
With Viton O-Rings

Stainless Steel Bellows 500 mm (19 inches)  |1000 mm (38 inches)

* 304 Stainless Steel Formed Bellows Part . Price Part N Price
BEL-16-500 $98. BEL-16-1000 $117.

* Leak Rate Better Than 2 x 101 scc/s

«1SO, ANSI, and JIS Flanges Available BEL-25-500  $98. |BEL-25-1000 $122.

» Custom Lengths To Fit Your System BEL-40-500 ~ $134. [BEL-40-1000 $190.

* Interchangeable with NW & QF Components |BEL-50-500 $143. |BEL-50-1000 $202.

Centering Rings

Aluminum Clamps With Wing
Nut & Screw Fastener

F!ange A B Part Number | Price Fl_ange A B Thickness | Part Number | Price

Size Size

NW-16 | 0.63(16) [ 0.21(53) | CTR-RING16 | $4.00 NW-16 | 1.69 (43) | 2.24 (57) | 0.63 (16) | AL-Clamp16 | $4.00

NW-25 | 0.984(25) | 021(53) | CTRRING25 | $5.00 NW-25 | 2.17 (55) | 276 (70) | 0.63 (16) | AL-Clamp25 | $5.00

NW-40 | 1575 (40) | 021(5.3) | CTRRING40 | §7.00 NW-40 | 276 (70) | 3.39 (88) | 063 (16) | AL-Clamp40 | s6.00

NW-50 | 1.969(50) | 021(53) | CTRRING50 | $9.00 NW-50 | 3.70 (94) [4.33 (110) | 0.79 20) | AL-Clamp50 | $8.00
vAcUUM] High Temperature Pirani |[VAcUUM] Hi irani
RESEARCH 9 P VAcuum| High Pressure Pirani

Bakeable To 250°C Without Damage

Ordering Information

2

s

*1to 2000 mTorr & .01 to 20 Torr

« Bake to 250 °C, Operate 0-50 °C

« Standard 2 3/4 in. Conflat® Flange

* mbar & Pascal Calibration Available
¢ Use With Any of Our Instruments

e Extension Cables To 75 m, 250 ft.

1 to 2000 mTorr Nude Design

Dimensions: 250 C Pirani Tube

/

10 inch (25 CM)
HIGH TEMPERATURE

| kel
PROTECTIVE SCREEN
Standard 2.75 Inch Conflat

® Conflat is a registered trademark of Varian Associates

Pirani Gauge Tube mounted on
2.75 Conflat® flange with 25 cm
(10 inch) long pigtail with high
temperature insulation.

P/N912078.........

.01 to 20 Torr Nude Design Pi-
rani Gauge Tube mounted on
2.75 Conflat® flange with 2 cm
(10 inch) long pigtail with high
temperature insulation.
P/N 912260. ........

Pressures To 5000 PSI Do Not Affect Calibration

Ordering Information

1.20 Dia. —>|

Octal

-
.56 In.
(14 mm) « | Connector

2.911n.
(72mm)

Stainless
Steel
Cup

‘ VCR-4

e m—
Fitting

* 1 to 2000 mTorr or .01 to 20 Torr

* 5000 PSI Without Calibration Change

* Operates With Any of Our Instruments
* VRC-4 Female Fitting for Connection

¢ Torr, Pascal and mbar Calibrations

e Locate Up To 250 ft (75 m) From Gauge

1 to 2000 mTorr Pirani Gauge
Tube withstands overpressure to
5000 PSI (340 ATM.) without
change in calibration. VCR-4
female fitting.

P/N: 912246. . .......

.01 to 20 Torr Pirani Gauge Tube
withstands overpressure to 5000
PSI (340 ATM.) with no change
in calibration. VCR-4 female fit-
ting. P/N: 912247. ... $470.

Optional 5000 PSI test &
Certificate. P/N: 912248. $107.
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|,‘,’g¢§2,;’cﬂ I LED Displays, Airborne Sensors, Cabinets, Selector Switch

LED Displays

Airborne Sensors

Many Vacuum Research instruments are built with backlighted
liquid crystal displays (BLLCDs). Since these displays are reflec-
tive they are ideal for brightly lighted laboratory and assembly
areas and are easy to read even in bright sunlight. However, in
some places where vacuum gauges are used light level is low and
a light emitting diode (LED) display may be a better choice.
Green LED displays are available on all gauges and can be retro-
fitted to existing gauges.

LED instead of LCD installed at time of original purchase

3 1/2 place, P/N V801300: $85. 4 1/2 place, P/N V801301: $216.
LED Retrofit Kit in existing gauges
31/2place ........... $107. 4 1/2 place

Our Pirani sensor technology uses an extremely low mass fila-
ment (less than .08 milligrams). The resulting low inertia and re-
duced fatigue contribute to the long life of our gauge tubes in
industrial applications. Of course, in rocket and other airborne
applications this shock and vibration resistance is even more
critical to mission success. Each airborne application requires
an enclosure that is optimized for the vehicle and in some cases
the sensor enclosure is fabricated by our customer and shipped
to us for sensor installation and calibration. To save develop-
ment and testing time we will license the circuit to power and
read the sensors so you can add it to existing PCB layouts. We
would like to work with you on your next project.

Bench Mount Cabinets

Bench mount cabinets can accept one or two standard enclosure
gauges, or one gauge and a gauge tube selector switch. When
the optional handle is purchased, your instrument can be easily
transported. Rubber feet are included on all cabinets to protect
your bench tops. The handle can also be installed directly to the
top of either 1/4 DIN or standard enclosures.

Single Cabinet, P/N: V805002 .................... $109.
Double Cabinet, P/N: V805003 ................... $122.
Handle Installed on Cabinet or Instrument

P/IN: V805005 . ... .. $17.

Gauge Tube Selector Switch

The gauge tube selector allows any Vacuum Research gauge to
display the output of up to 5 gauge tubes just by turning the
switch. Each gauge tube selector includes the necessary gauge
tube cables 10 ft. (3 m) long and one 12 inch (30 cm) cable to
connect to the gauge tube cable on your vacuum gauge. See
page 39 if longer cables are required.

3 Position Switch for Pirani, Diaphragm, Convection Gauges
P/N: 902027

3 & 5 Position Switches for Thermocouple Gauges Described
with the Thermocouple Gauges on pages 24 and 25.
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